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Maximum Minimum Minimum
Operating Burst Bend Vacuum Weight
Part Number Hose I.D. Hose O.D. Pressure Pressure Radius Service of Hose
mm_ in mm _in bar  psi bar  psi mm___in kPa in/Hg Kog/m Ibs/fft £ "g‘
2661-12 19,1  0.75 31,8 1.25 21,0 300t 840 1200 1250 5.00 948 28 0,62 0,42 B
2661-16 254 1.00 381  1.50 17,0 250t 70,0 1000 150,0 6.00 948 28 0,74 0,50 3 5
2661-20 318 1.25 45,7  1.80 14,0 200t 56,0 800 200,0 8.00 948 28 1,34 0,90 g ﬁ
2661-24 381  1.50 523 206 105 150t 42,0 600 255,0 10.00 948 28 1,68 1,13 ks
2661-32 508 200 648 2.55 7,0 100t 28,0 400 300,0 12.00 948 28 1,93 1,30
2661-40 63,5 250 78,2  3.08 4,0 52 16,0 225 355,0 14.00 948 28 2,56 1,72
2661-48% 76,2 3.00 909 358 4,0 62 16,0 225 460,0 18.00 948 28 2,92 1,96 §
2661-64% 1016 4.00 119,1 4.69 35 50 14,0 200 610,0 24.00 948 28 4,58 3,08 =
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Construction Application t Maximum working pressure for Fitting Reference Page E
AQP elastomer tube, reinforce- Suction and transfer applications band clamp type fittings is 3,4 bar Crimp =
ment consisting of a helical wire for petroleum and fire resistant 50 psi]. oTC &5 z
between two textile braids and hydraulic fluids, fuel, lubricating e 5 =
blue AQP elastomer cover. oils, gasoline, water and many £Sold as bulk hose only. 10,48 132
- her industrial fluids. For more -4y, - e
Operating Temperature Range iC;ltformation e :
o o 0 o pecific fluid o Socket Data 54
~40°C to+150°C 140°F to +302°F] applications and high tempera- g‘" Complgt:sgggncv Listings Reusable
ture ratings, see pages 349-355. REPAIRS SIRg: Nipple 66 §
Clamps 184 E
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Operating Burst Bend Vacuum Weight
Part Number Hose 1.D. Hose O.D. Pressure Pressure Radius Service of Hose
mm in mm in bar psi bar  psi mm in kPa in/Hg Kg/m Ibs/it ° E
FC466-04 64 025 12,2 048 28,0 400 1120 1600 635 2.50 948 28 OfOH 0.06 g =
FC466-06 97 0.38 15,7  0.62 28,0 400 1120 1600 750 3.00 948 28 0,15 0.10 E B
FC466-08 12,7 050 191 075 28,0 400 1120 1600 1000 4.00 948 28 0,19 0.13 § 5
FC466-10 16,0 0.63 231 091 240 350 98,0 1400 1250 5.00 609 18 0,27 0.18
FC466-12 191 0.75 26,2 1.03 240 350 98,0 1400 1500 7.00 609 18 0,28 0.19
Construction Application * All sizes except =12 Fitting Reference Page s
Synthetic rubber tube, textile For gasoline, fuel, lubricating Crimp ’E'
braid reinforcement and oils, air and water. Not approved  gor Complete Agency Listings 0TC &6 7] E
polyester braid cover. for airbrake applications. For See pages 346-348. Skive Nipple™® 66 2=
Operating Temperature Range ?(.’ée mf?rmgtlon or:jshpeglftc Socket Data 64 § §
~40°C to +100°C [40°F to +212°F), t:rlnp?a?ngf;?a?ngg b z o
[P;Ir.l ggz Ft]O exceed +71°C pages 349-356. ' **No skiving required.
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